
AIRLESS    VACUUM VAPOR DEGREASER                                        
             MODEL 1200  

   Horizontal or Vertical Loading  
   Round or Square Work Chambers  
   Operates in Vacuum Environment  
   On -board Solvent Distillation  
   Programmable Cleaning Cycle  
   Consistent Repeatable  
        Process 

    
 

Industries Served  

Aerospace    Automotive      Military    
Screw Machine   Bearings    Fastener  
Optics     Tubes/Pipes    Printed Circuit Boards  
Electronics    Tooling    R & D 
Metal Finishing   Medical    Filter/Membrane  
Metal Stamping   Refrigeration    Dewaxing  
Powered Metal   Sintered Metal    Semiconductors  

Machine Features:  

óTMó  

 

  100% Clean Dry Parts  
  Nearly Emission Free  
  Minimal Waste Stream  
  Wide Array of Solvents  
  Environmentally Responsible  

MANUFACTURERS 
A S S O C I A T I O N 



Cleaning Solvents  
 
 

DuPont Vertrel -HFC  
3M Novec -HFE 

 n-Propyl Bromide nPB      
Hydrocarbon 

 
Chlorinated solvents  
Trichloroethylene TCE 
Perchloroethylene PCE 
Methylene Chloride MC 

 
Azeotropic Blends 
Isopropyl Alcohol 
Combustible and  
Flammable  
Solvents 

 

SEREC Green Cleaning Systems  

     Put Vacuum Technology to work for you 

The cleaning process exceeds all EPA & OSHA regulations, and 

has achieved the ñMaximum Achievable Control Technologyò 

standard, resulting in the process to be SCAQMD permitted in Cali-

fornia; the most stringent environmental laws in America.   
 

Since 1990, Serec installed over (40) machines in the state of  

California.  
 

Custom Applications are facilitated by our fully staffed, in-house  

Engineering Department.  Service performed by factory trained 

technicians 

SEREC CORPORATION : 

342 Compass Circle, Unit A2 

North Kingstown, RI  02852  
   
Toll free  (866) 298-0098     

Corporate office (401) 667-7370     
Fax   (401) 667-7375   

Email: sales@serec-corp.com  
Web:  www.serec-corp.com    

   WORK CHAMBER  

    

    - 1.0 ft3ðWork Chamber 

    - 12ò Diameter X 12ò Depth with 

      10ò Dia X 8òH max basket 

                      or 

    - 12òL X 12òW X 12òD  with  

       10òL X 10òW  X 8òH max basket 

    - Custom chamber sizes available 

    - Stainless steel  

    - Heated chamber walls 

    - Top loader 

    - Manual loading 

 MACHINE FEATURES  

 

  Standard Cleaning Process 

    - Soak / Immersion 

    - Recirculation 

    - Cold Solvent Spray 

    - Vapor Degreasing 

    - Vacuum Drying 

 

  Optional Equipment 

    - Horizontal loading 

    - Ultrasonics 

    - Basket rotation, oscillation 

    - Secondary cleaning tank 

    - Carbon adsorption system 

    - Enhanced distillation unit 

    - Boiler/condensate package 

    - Chiller 

    - Automatic load/unload 

    - Filtration packages 

    - Exterior cover panels 

   TECHNICAL SPECS  

 

  Throughput         5 loads per hr  

  Load weight        25-50 pounds 

  Foot print             72òL x 60òW x 72òH 

  Load Height        42ò from floor 

  Distill rate            6 gallons per hour 

  Electric                480V, 3ph, 60Hz,25A 

                              240V, 3ph, 60Hz,50A 

  Cooling water      5 gpm @ 45ęF    

  Steam                  80K BTU/hr @ 15 psi 

  Air                        20 scfm @ 85psi 

  Solvent capacity 40 gallons 
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ULTIMATE VACUUM SYSTEM 

tm 


